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Applesoft meets the RAMdisk 

While the price of RAM chips has been dropping the last few years and 
Apple lis using memory expansion cards have become common, the little 
bit of RAM that can be used by Applesoft has been getting more and more 
dear every year. 

Applesoft's designers considered tiie Apple II to be a 48K machine, which 
was large at that time, and they gave Applesoft the ability to use eveiy byte 
within that limit— but no more. As a result no matter how many of today's 
RAM cards you plug into your computer, the original 48K bytes in main Apple 
i 1 RAM are all that toda/s Applesoft Is ever going to be able to take advantage 
of. 

If you use cassette tape for program and data storage, the Applesoft 
memory area comprises a 47J05-byte range from $800 to $Brrr. In a 
cassette-tape environment this is a massive amount of memory In lact the 
memory is so massive and cassette tape is so cranlqf that it is well worth 
sacrificing as much memory as necessary to gain the DOS-given ability to 
save and load programs and data on disks instead 

The sacrificat RAW. So DOS came along and we gave it over 20 per cent of 
Applesoft's space-the 10J51 bytes from $9600 to $BFFF. In return, DOS 
gave us the ability to write longer programs and to store more data— and 
suddenly 48K wasn't so massive anymore. Users have been limited by the 
OUT OF MEMORY error ever since. 

One answer to the problem, if you have a 64K or larger Apple, is to use a 
program that moves DOS 3.3 to "language card ' memory. For example, the 
program DOS-UF on the Beagle Bros Pft>ntoDOSdisk does this. With such a 
set-up you can reclaim all but 256 bytes of the bwer 48 for Applesoft. 
Compatibility problems often arise when DOS 3^ is moved, however, and 
this trick doesn't work with ProDOS. The ProDOS kernel uses the whole 
language card area Itself; Basicsystem takes up all of DOS 3.3's memory 
space. And by the way, if your program needs to open files, Basicsystem will 
demand an additional X024 bytes of Applesoft memory per open file. DOS 
3.3 also does this in a smaller way— it needs an additional 595 bytes for 
each open file after the first three. 

Another solution for the OUT OF MEMORY problem, if you have a 128K or 
larger Apple, is to use the EXTRA,VARIABLES program on the Beagle Bros 
Extra K disk. This program modifies Applesoft so that it stores all variables 
in auxiliary memory. Instead of the normal 36K that your programs and data 
must share, EXTRA.VARIABLES lets your programs have 35K and your 
variables 59K. That should be enough to solve tons of problems. (liote: of the 
59K variable space, 16K of the 59K must be used for string storage. Only 43K 
can be used for numeric variables. That's enough for a floating-point array 
with 8,000 elements or an integer array with 22,000 elements.) However, 
Extra K doesn't help much if the bulk of your memory problem is a fat 
program rather than tots of variables. Programs that rely on £xtra/(won'trun 
on older Apples that can't use the He/llc auxiliary memoiy scheme Other 
compatibility problems can arise. 

Whether or not one of these solutions works for you, assembly language 
routines that add much-needed abilities and speed to Applesoft may also be 
encroaching on your program space. Just as DOS gave us vast storage 
improvements over cassette tape at the price of some memory, a huge 
library of assembly language routines has grown up around us that can give 
us Applesoft improvements at the price of just a few hundred bytes each. 
Basicsystem even includes a standard way to obtain RAM for such routines 
- but the space comes out of Applesofts allotment 



And don't forget that if you want to use a page of high-resolution graphics, 
you lose more than 20 per cent of the Applesoft menwiy that's left after DOS 
has seized what it needs. TWo high-res pages will costyou 40 percent Eitiier 
way, tiie memoiy remaining for Applesoft after HQR is divided into two small 
chunks rather than one large, contiguous area 

So while RAM cft^ps have been getting cheaper, the demand for Applesoft's 
RAM has been inaeasing. The sudden appearance of large memory cards 
has been of no help to ttieApplesoftprogrammer. Their use has been limited 
to assembly language wizards, who by careftil bank control, can take 
advantage of additional memory. But even the wizards find that the variety of 
cards and protocols, and the difficulty of bank switching and control, make 
using additional memory extremely difficult 

The RANdisk alternative. The only easy way a programmer can use a big 
RAM card is as a RAMdisk. Let the RAM on the card appear to be a disk drive. 
Store segments of your program and data on this 'disk " and let DOS load the 
segments as tiiey are needed. Because DOS is used as an intermediary 
speed will be lost compared to accessing the card directiy, but it becomes 
DOS's responsiblily to deal with the variety of cards and protocols and with 
ttie bank switching and bank control. 

A program that uses extra RAN as a RAMdisk, rather tiian accessing it 
directiy immediate^ becomes compatible witii all tiie various RAM cards. 
Such a program doesn't require assembly language, but can ht written in 
Applesoft. Such a program will run at speeds close to tiiose obtained by 
using extra RAM directiy And such a program would even work, at slower 
speeds, with a hard disk or a floppy 

DOS can fulflll its responsiblity to deal with the variety of cards on the 
market fairly easily, because most cards include RAMdisk "drivers" for DOS 
3.3 and ProDOS. A "driver" is an assembly language program that makes tiie 
RAM card look like a disk drive to DOS. Such drivers are built into tiie ROM on 
Apple's own slot-based memory cards. Auxiliary-slot cards and most 
standard-slot cards other than Apple's don't have the drivers in ROM. 
Instead, you are supposed to load tiiem into what littie RAM you have left. 

The worid awaits "universal" DOS 3.3 and ProDOS RAMdisk drivers tiiat 
would recognize which, if any of all tiie available RAM cards were installed in a 
computer and turn tiiem into one large RAMdisk. A universal driver could be 
licensed to software developers for inclusion on their own disks. This would 
allow any commercial program to easily recognize and use any kind of RAM 
card. 

While commercial developers and non-programmers wait for tiie universal 
RAMdisk driver, the rest of us can stari: with the drivers and cards we have now 
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and learn how to use them by writing Applesoft programs that are 
segmented. Both programs and data can be segmented and used a piece at 
a time. Basicsystem even has built-in support for this with its CHAIi^, STORE, 
and RESTORE commands. DOS 3.3 has a separate CHAIM routine for 
Applesoft (to say nothing of a CHAIM command that works only with Integer 
Basic), In additiwi, if you know what you are doing, you can use BLOAD and 
BSAVE to overlay portions of Applesoft programs and data. 

The image of Applesoft. In order to understand how these commands 
and tricks work, it is important that you knowwhatan Applesoft program and 
its variables look like in memory. Figure 1 is a slightly modified version of a 
memoiy map that originally appeared in the January 1985 Open-^pple 
(page 4). Compared to most Apple II memory maps you will see, this one is 
upside down. That's because when you examine memory bytes with the 
Monitor, the values appear on your screen with the lowest addresses at the 
top— just like in this map. Figure 1 shows how the main 64K bank of Apple 
memoiy was allocated in the Apple Il-Plus. All later models look exactly like 
this when they are powered up. 

The section from byte zero to byte SBFFF is RAM. Beyond that is ROM. The 
memory area for Applesoft programs and data, as shown, extends from byte 
$800 to $9600. Bytes zero through $7FF are used for the text screen, 
keyboard input buffer, stack, zero page, and other special stuff. Bytes $9600 
to $BrFr are used by DOS. $C000 though $CFFF are used for softswitches 
and for addressing cards in slots. $DO00 though $F7Fr contain die Applesoft 
interpreter. This is the machine language program that contains the genes 
that make Applesoft come alive in your computer. Bytes $r800 through 
$FFFF hold the Monitor, 

The memory area for Applesoft programs and data is broken into ive 
sections. First there is the image of the program itself. Immediately after the 
program image is a table of simple (non-array) variables, followed by a table 
of array variables. After that comes the free memory that is left. The final 
section is a storage space for strings. 

As shown in figure one, Applesoft keeps track of where each of these 
secdons begins and ends by means of two-byte pointers stored in page zero. 
DOS uses the TXTTAB and PRQEnO variables to detemiine where a program 
is when you execute a SAVE. Likewise, DOS places a program at TXTTAB and 
updates PRQEMD when you do a IX>AD or RUri. 

You can create up to two additional sections within memory, for your own 
purposes, using the commands LOMEM; and HIMEM:. LOMEM: controls 
where the variable tables will begin by changing the value in VARTAB. HIMEM: 
controls where the string storage area will be by changing the value in 
MEMSIZ. By manipulating these and TXTTAB, you can create as many as 
three spaces for assembly language programs, for buffers, or for the high 
resolution graphic screens, as shown in Figure 1 

Using LOMEM: the space will appear between the end of your program and 
the beginning of your variable tables. Using HINEN: and DOS 3.3, the space 
will appear between the string storage space and DOS. Using tllMEM: and 
Basicsystem, which is not recommended, the space will start 1024 bytes 
beyond your new HIMEM: value and extend that same distance beyond the 
previous HIMEM: value. 

In any case, you must use these commands before you have used any 
variables in your program or you will saew things up. In addition, if you 
mistakenly try to set LOMEM: lower than its current level, which would usually 
cause your variable tables to overwrite your program, Applesoft will stop you 
with an OUT OF MEMORY error. On the other hand, if you set HIMEM: higher 
than normal, no error will stop you, and your strings will overwrite DOS. You 
must have a clear idea of what you are moving where in memory when you 
use these commands. 

The program Image.The image of your program itself is usually stored 
beginning at byte $800, although with a few tricks we'll look into in a moment 
you can make it start anywhere. In the October Open-Apple looked at 
Applesoft program structure briefiy (page 75), now lets look at it in more 
detail. 

As you type in a program line such as 10 TEXT : HOME, the Applesoft 
interpreter scans it First it looks for a line number. If it finds one, it assumes 
you are entering a line that is part of a larger program and it stores the hex 
equivalent of the line number in memory and continues scanning what you 
have entered. If it can't find a line number, on the other hand Applesoft 
assumes you are entering a line that you want to execute immediately, and it 
will do so as soon as you press return. 

Since immediate-execution commands aren't stored in memory, our only 
concern here is with entries that begin with line numbers. After ttie line 



number is found, Applesoft continues scanning the entry, looking for words 
that it recognizes. The words that it knows, which are called "reserved words," 
are converted into tokensand stored in memory. A token Is simply a number 
between 128 and 234 that represents one of the commands or functions 
known to Applesoft. All other characters on the line are stored In memory as 
low-value ASQI characters. Because low-value ASCII is used, the ASCII 
characters all have their high bits clean while the tokens, being numbers 
higher than 128, all have their high U\s set 

A complete list of Applesofli's reserved words and thdr associated tokens 
is too long to print here. However, the following program will dig the reserved 
word table out of the Applesoft interpreter and show it to you. The table is 
embedded between $DODO and $D25E. It's in low-value ASCII except for the 
final character of each reserved word, which is in high^alue ASCII. The 
reserved words are stored in token-number order. 



10 REM *** APPLESOFT RESERVED WORD AND TOKEN LISTER »*« 

m TKN = 128 

110 FOR m = S3ASB TO 53854 
120 : V = PEEK (ADR) 
130 : PRINT CHR$(VJ; 

140 : IF V > 127 Tt€M PRINT TflB(10);TKN : TKN = TKN + 1 
150 NEXT 

As stored in memory, each line of an Applesoft program begins with a byte 
containing a zero. The next two bytes point to the next program line. The next 
two bytes hold the line number in hex. After that come the tokens and ASCII 
characters. For example, if you enter the Monitor and examine memory after 
entering our little token peeker, here's what you'll see: 



2ERDS 



flSCn EqUlVfiLENTS 




54 4B 4E D0 

31 3/38^59 08 GE m 

8i jfl 44 52 00 35 33 34 

3/ 3G CI 35 33 38 35 34 



NEXT LINE ADDRESSES 
JB44 $830 $B59 



BIB- 
820- 
828- 
830- 
838- 
840- 
B4B- 
850- 



00 3B 0a 0A 

2ft 2n 20 41 

53 4F 4G S4 
45 52 5G 45 

52 44 20 41 
4F 48 45 4E 

54 45 52 20 
44 08 £4 00 
31 32 38 00 
81 41 44 52 
35 36 CI 35 
00 



00 B2 20 2R 

50 50 4C 45 
20 52 45 53 
44 20 57 4F 

4E 44 20 54 

20 4C 49 53 
2fl 2fl 2fl 00 
54 40 4E D0 
59 0B EE 00 
D0 35 33 34 
33 38 35 34 



»» ftPaE 
SOFT RES 
ERVED klQ 

RD RND T 
OKEN LIS 
TER *** 

TKN 

128 

nOR 534 
5G 53854 



CURRENT LINE NUMBER 





$81 (FOR) SEi; 

fCl (TD] 




GE 00 

35 33 34 
38 35 34 
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Just to make sure we understand how all this works, letis change the next 
line pointerat the beginning of line 100 so that it points to line 120 instead of 
line HO. The next line pointers are aimed at each other/ that is, they point 
one byte beyond the zero at the beginning of the program line. The zero for 
line 120 is at $858, so do this: 



•838:59 



•(control-C return) 



]LI5T 

When you do this, you'll find that line HO has disappeared from the listing. 
However, if you RUn the program, it will still execute normally. This is 
because the next line pointers aren't used when a program is executing 
sequentially from line to line. They are used by LIST, however, and by GOTO 
and QOSUB. You can actually mess up all the next line pointers in this 
program, since it doesn't use GOTO or GOSUB, and it will still RUH, though it 
won't LIST We'll use this information later to split an Applesoft program into 
pieces. You can also create interesting effects by aiming the pointer for the 
first line at itself (use 801:1). 

Simple variables. Plow let's look at the variable tables. There are two 
tables, one for simple variables and one for array variables. Simple variables 
have a single element In our earlier program, TKTI, ADR, and V were all 
simple variables. These particular ones were also "real" or "floating point" 
variables. There are two other types of simple variables— integer variables 
such as A%, which can hold numbers between -52767 and 32J6Z and 
string variables such as A$. 

In addition, functions defined by the user with the command DEF FTi also 
use the simple variable table. When you define a function you give it a name, 
just like a variable name. If you DEr FM SHARE(X) = X* PCX then the name of 
the function is SHARE. M later in your program, you say B = FH SHARC(A), then 
the variable B will be set to the value of A times PCT. B and A, as well as PCT 
and X also appear in the simple variable table as real variables. SHARE 
appears in the table as a function. X in this case is what's known as a "local" 
variable,becauseApplesoftsaves its pre-existing valueduringthe calculation 
and replaces it afterward. 

Each item in the simple variable table is seven bytes long. The first two of 
these seven bytes are the two ASCII letters that make up the variable name. 




start of ■trihgi 
IcmiZ (HinEM:> 



iPoiiriiial fr«i «na-fi 

^S^Si^^i^y;^^^!??!^?^^ Start of DOS 

CHd std pojnUrs; 

Appleson Frogrun «J*^ 



This is why variable names have just two significant characters, although you 
can make them longer for pro-am readability if you want If a variable name 
has Just one letten the second is gh^n the value $00 or $80. Different 
combinations of loumlue and hi^i-value ASCII characters are used to 
designate whether an item in the table Is a real integer or string variable, or 
a function definition pointer. 

The following table summarizes the format of the various simple variables 
as they appear in ttie variable table: 

FDRMflT DF APPLESOFT SIMPLE VflRIftBLES 



byte 


reals 


integers 


strings 


functions 





low-RSCII 


high-flSCII 


low-flSCII 


high-flSCir 


1 


iDw-RSCII 


high-ftSCII 


high-ftSCII 


iDw-ASCII 


2 


exponent 


high byte 


length 


iou def address 


3 


mantissa 


low byte 


Idu) address 


high def address 


4 




unused 


high address 


low var address 


5 






unused 


high var address 


B 








unknown 



Figure I 



The value associated with a real or an integer variable is stored right inside 
the variable table. Real variables use five bytes to store the value; integer 
variables use two bytes. Mote that integer variable values are stored high-byte 
first This fonvard-thinking format is backwards from how two-byte numbers 
are usually stored in Apple memory. 

The values associated with string variables and with function definitions 
are not stored in the variable table. Instead, the table holds pointers to the 
actual value. In the case of strings, one byte designates the string length 
(that's why Applesoft; strings can't be longer than 255 characters) and two 
bytes point to where in memory the string is stored. This is usually in the 
string storage area, but it can also be inside a program if the program 
contains a statement such as A$="APRIL FOOL". In this case, the string 
address pointer in the variable table will be aimed at the ASCII characters 
inside the program image 

For functions, the "definition address" points to the first byte following the 
= in the function definition. The "variable address" points to the value of the 
major variable used in the function definition. 

When Applesoft encounters the ASCII characters representing a variable 
in a program image, it searches for the cun^ent value of that variable by 
scanning the variable table fi'om beginning to end. If the variable isn't found 
in the table, it is added and its value is set to zero. Thus, for maximum speed, 
variables that are used the most should be referenced early in a program so 
that they appear at the beginning of the table. 

Another implication of the way variables are added is that real, integer, and 
string >^riables are all mixed together. Variables of the same lype are not 
necessarily next to each other (unless a complusive programmer first 
references the variables in sorted order). 

Anrayvariablcs. Any arrayvariables that are DIMensioned or encountered 
b^ore simple variables must be moved higher in memory to make room for 
the new simple variable. Applesoft does this automatically but it can take 
time. For maximum speed, all simple variables should be referenced before 
any anrays are dimensioned. Also note that arrays have a tendency to crawl 
around in programs that don't take this extra step. Just because you knew 
where an an^ay was a few program lines ago doesn't necessarity mean you 
know where it is now. 

The sfructure of the array-variable table is similar to the simple-variable 
table, except that it's completely different There are three possible types of 
array variables— real, integer, and string. As with the simple variables, values 
assocated with real and integer arrays are stored within the array table itself; 
the actual strings associated with string arrays are not For strings, the array 
table holds a length byte and a two-byte string address for each an'ay 
element For integer arrays, the table holds a two-byte value for each 
element' for reals, the table holds five-byte values. 

Unlike simple variables, which always take up exactly seven bytes, the size 
of an array entry depends both on how many dimensions the an-ay has and 
on the total number of elements in the array By number of dimensions we 
mean how many different numbers appear in the parentheses in a 
statement such as DIM A$(10IOaO)— three in this case. By number of 
elements we mean the total number of values that can be stored in the array 
Each dimension wilt hold the number of values you specify plus one. For 
example, DIM A%(4) aeates an array with five elements, A%{0) throu^ 
A%(4). For multiple-dimension arrays you multiply the number of elements 
in each dimension together. For example, DIM A$(10I0I0) has 11 * 11 * 11 or 
1531 elements. 
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The reason you have to DIMension an array is so that Applesoft knows how 
much memory space to allot for It If you do not DIMension an array before 
you use it the first time, Applesoft will automatically dimension it for you with 
eleven elements in each dimension. Thus A$(0,0) = "ZERO " will do an 
automatic DIM A$(10J0) if A$ hasn't already been dimensioned. If you try to 
access an element of an array beyond the last element in a dimension, you'll 
get a BAD SUBSCRIPT error — the most frequent cause of this is forgetting to 
DIMension the array. 

FORMAT OF APPLESOFT flRRflV VflRIflBLES 
byt6 real integer string 

lou-flSCII high-flSCII loui-fl5CII 

1 lou-fl5CII high-fiSCII high-fiSCII 

2 low byte of distance to next array variable 

3 high byte of distance to next array variable 

4 number of diirtensions 

5 size of last dimension, high byte 
G size of last dimension, low byte 
7 size of next-to-last dimension, high byte 
B size of next-to-iast dimension, low byte 

3+0*2 size of Hrst diitienslon, Viiqln bv^te 
4+0*2 size of first dimension, low byte 
5+D»2 5-byte- 2-byte- 3-byte- 

values foUou, element zero first 

The string storage area. As mentioned earlier, strings that are defined 
within a program are left embedded there. Strings that are defined by lliPUT 
from the keyboard or from disks, or by manipulating other strings, are 
stored In the string storage area. Thus, the value of string variables are split 
into two pieces— the length and location pointer, which are in the variable 
tables, and the actual string value, which can be just about anywhere. 

When you change the value of a string with a statement such as 
A$=LEFT$(A$,4), the original value of A$ is left in the string storage area, but 
nothing any longer points to it It becomes inactive. As you continue to use 
and redefine strings, the string storage space will expand into the remaining 
free memory until there isn't any left. At that point garbage collection will 
occur. During garbage collection all the strings that the variable table is 
pointing at are moved to the beginning of the string storage area and all 
other strings are electronically disintegrated. This can take awhile. For more 
information on garbage collection see Open-ylpptefor January 1985 (pages 
4-5) and March 1985 (pages 17-19). 

LOAD, RUN, and CHAIN. Each time you LOAD or Km an Applesoft 
program, all existing variables are cleared to zero. If you are trying to break a 
long program into smaller segments that can be executed independently, 
however, you'W usually want to retain the values oif your variables while 
switching between segments. Basicsystem provides a CHAIN command, 
and DOS 3.3 provides a disk-based CHAIM routine, that allow you to switch 
between programs without losing the values of your variables. 

The Basicsystem CHAiri command has the same syntax as RUN, It must be 
followed by a pathname and may use optional parameters for slot drive, and 
a starting program line (using the * parameter). For example, a program that 
creates graphs and charts could be broken into a "program initialization 
and main menu" segment a "data entry and editing" segment a "graph 
creation" segment and a "graph editing and printing" segment 

The program initialization segment should move all the program 
segments (including itselO onto a RAMdisk, if one is present (see the July 
1985 Open Apple, pages 50-52, and October 1985, pages 74-76, for 
complete details on how to accomplish this). The main menu would then 
prom pt the user and respond by CHAlNing to one of the other segments with 
a command like this one: 

4100 PRINT CHR$(4); "CHAIN /RPfl/OflTfi. ENTRY" 

Basicsystem would then load and run the data entry segment Suppose 
the main menu program had initialization instructions from lines through 
4999, and the menu itself began at line 5000. When the data entry segment 
returns to the menu, it wouldn't want to reinitialize everything, so it could use 
a command like this: 

9000 PRINT CHR$(4);"CHfiIN /RRM/MRIN.IIENU, 85000" 

Under DOS 3.3, an Applesoft CHAIN is not a built-in command, but is 
instead a 456-byte binary file found on the DOS 33 system master disk. 



Here's an example of howyou would use it 

1000 PRINT CHRS(4];''BL0fiD CHfilN, flS20'' 
1010 CALL 520"DflTfl flNflLYSIS" 

Do not put a space betwen the 520 and tiie opening quote in the second 
line of this procedure, or it will fail to work. The two lines load the CHAIN 
routine into the keyboard input buffer and page-3 free space ($208-XF) and 
execute it DOS 3.3 doesn't support the ^ parameter. 

Essentially the DOS 3.3 and Basicsystem chain routines do the same 
thing. First garbage collection is performed to concentrate the active strings 
at the DOS end of memory. Next strings that are embedded inside the 
program segment that is about to be overwritten are also placed in the string 
storage area. Then both of the variable tables are moved so they lie against 
the string storage area. This maximizes the program area. 

Once all the variables have been concentrated at the DOS end of memory, 
the new program segment is loaded over the top of the old one. Then the 
variable tables are moved back to the program end of memory and 
execution continues. When the variable tables are moved, CHAIN places 
them next to the new program segment at PRQEND. Neither the DOS 3.3 nor 
Basicsystem versions of CHAIN pay attention to whether you had reset 
VJOVIW-. to aNo\d oMetvmtin^ lihe \\\^-Teso\\i^oY\ saeeT\s. CA\KVV\ 
moves \he vauab\es bacV. dcswu, \\. a\>Na^s puts them at?WjOTi , adjacjewl to 
the end of the new program segment 

Neither DOS 3.3 nor Basicsystem correctly handle functions in CMAlNed 
programs. You cannot use DEF FN in your main program and then use FN in a 
CHAINed segment unless you redefine the function in that segment 

Another significant problem with the Basicsystem version of CHAIN is a 
bug that causes it to forget the variable values if the variable tables are an 
exact multiple of 256 bytes long. This bug was first demonstrated in the June 
1985 Call -ARRLE. (page 30) by Peter Mqfer, and a solution was given in the 
November 1985 CaH -ARRLE. (page 49) by Oliver Mayes. The problem is a 
bad branch instruction inside Basicsystem. A simple poke will fix it You 
should include this poke in any FroDOS-based program that uses CHAIN: 

IF PEEK[49149)=1 THEN POKE 41859,3 : REM test for VI. 1 and fix CHfilN 

The command checks to make sure version H of Basicsystem is active by 
looking at the system-program version number, which is kept at $BFFD in the 
ProDOS global page. If this is not a one, this POKE won't work. Instead it 
would mess up something else inside Basicsystem, so we don't allow it 

STORE and RESTORE. Basicsystem includes commands called STORE 
and RESTORE that are used to save and load a complete set of variables 
while leaving the current program intact DOS 3.3 has no similar commands. 
STORE uses the same subroutines as CHAIN to concentrate all the variables 
at the DOS end of memory, then it saves the image in a special file type called 
VAR. RESTORE loads VAR files at the DOS end of memory, then calls the same 
subroutines as CHAIN to move the variable tables back to the program end 
of memory. Unlike CHAIN, however, RESTORE honors the current LOMEM: 
setting. 

STORE and RESTORE are handy for quickly saving and reloading all the 
variables in a program. RESTORE can also be used to quickly initialize a 
program with a \^ole bunch of preset variables. Apple itself uses VAR files to 
solve the foreign-language problem. Some programs require the user to 
specify \^at language thefr menus and instructions should use— the 
programs then select and RESTORE a VAR file that has string variables that 
use that language. This is a neat trick. 

Nonetheless, VAR files cannot easily be used to divide a large number of 
variables into groups for one-by-one processing. The problem is that STORE 
and RESTORE insist on handling all variables at once. What is needed is a way 
to save and load just a portion of the existing variables. 

BSAVE and BLOAD with variables. You can easily do such tricks, with 
numeric variables anyhow, using BSAVE and BLOAD. String variables, on the 
other hand, are very difficult to manipulate because they are stored in two 
parts. 

In order to save several simple variables, you only have to make their first 
reference sequential, so that they will He next to each other in the variable 
table; calculate their length, which will always be the number of variables 
times seven; and determine the starting address. The starting address is 
easy to come by because Applesoft always leaves bytes 131 and 132 ($83- 
$84) pointing at the last variable it has used. 

Rehieving this value can be a bit tricky, however, since any variable used in 
the statement retrieving the value becomes the "last variable used." But 
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suppose you want to save the values in three simple variables, D, f%, and 1. 
Here^howtodo it 

19 ft=0 : D-0 : FS!=0 : 1=0 : REM first reference --puts' these variables 
in adjacent bytes, with first 

600 fi=PE£K(131) + PEEK ( 132 )«2Sfi - 2 

610 PRINT CHR$(4);"BSflVE /Rfltl/D.F.I. 0";^; M'';4*7 

In this trick, we set up a dummy variable. A, as the first in the series of 
variables we want to save. Line 600 references A to get its address in bytes 
131 and 132, then stores the result in A itself. Since this address is actually 
the starting address of A's five "value" bytes, we have to subtract 2 in order to 
back up over the variable name. Line 610 uses A to save the contents of the 
four variables in a binary file. 

To reload the variables into another program or program segment you 
must take all of the exact same steps, except change BSAVE to BLOAD (under 
DOS 3.3 you must also delete the length parameter firom the BLOAD 
command). liote thatyou are BLOADing the variables' namesas well as their 
values. 

A similar trick can be used with numeric array variables, but ifs simpler 
not to save the array name or dimensions. Refer to the zeroth element of the 
anray to find where its values begin. The array's length is five times the 
number of elements in floating point arrays and two times the number of 
elements in integer arrays. But remember that the "number of elements " is 
one more than the number you DlMensioned the array with, because of the 
zeroth element Here are some examples, \^ere S represents the size of the 
array and AL its length: 

floating point arrays: DIM fl(5) : flL = (S+1) « 5 
integer arrays: DIM ft%[S) : flL = (S+1) » 2 
multi -dimension arrays: DIM fl(Sl, 52,53,54} : 

flL = [Sl+1) » (52+1) » (53+1) * (54+1) * 5 

Once you know the length of an array, you can determine its address as we 
did eariier. If you are unwilling to sacrifice the arrays zeroth element as 
temporary holder of the anra/s address, here's another way to capture it 

flfl=fl(0) : POKE 7B,PEEK(131) : POKE 79,PEEK(132) : ftfl=PEEK(7a) + PEEK{79)«256 

If you use this trick, make sure the simple variable that will hold the array 
address appears first then the zeroth element of the array, ff it is a multi- 
dimensional array, the reference should be, for example. AA=A(0,0,0,0). Also 
make sure you calculate the length of the array before finding its address. 

The most common problem programmers have with putting arrays in 
binary files is using a simple variable for calculating length, for the first time, 
afl:er finding the array's location. When the length variable hasn't been used 
before, it is entered in the simple variable table, which moves the array 
before it can be saved. Another mistake programmers tend to make is 
loading data into an array of dilFerent dimensions than the array the data was 
saved firom. Don't do it 

One major advantage of these tricks is that they allow you to quickly save 
and reload a large number of numeric values. Binary files are much faster 
than standard text files under both DOS 3.3 and ProDOS. These tricks, used 
in conjunction with the CL£AR command, also allow you to do things like 
redimension arrays. Use BSAVE to retain the few variables you need to retain, 
use CLEAR to erase everything, then reinitialize and BLOAD the needed 
variables. Your slate will be clean. 

Another big advantage of these tricks is that they allow you to segment 
your data and actually process more numbers than will fit in memory at one 
time. For example, you might want to work on an array that is 60 elements 
wide and 500 elements deep. Even if your program is relatively small, 
however, about the largest array you'll be able to get into memory atone time 
will be 60 by 100 elements. 

But it's entirely possible to have five binary files, each holding a 60 by 100 
piece of the data. All you have to do is sequentially load the fivefiles into what 
Applesoft; thinks is the same array for processing. 

BSAVE and BLOAD with programs. While CHAlfl can be extremely 
helpful in segmenting programs, it isn't perfect In addition to the LOMEM: 
problem noted eariier, CHAin replaces the entire program in memory with 
something new. But usually you'll have a set of subroutines and perhaps 
even a main menu that all of your program segments should share, it is a 
waste of disk space and of time to put these routines in each segment and 
constantly reload them. 

By using binary files, hoym/tx, you can overiayjust a portion of an Applesoft 
program. In order to do this, all you have to do is get the next line pointers 



that are embedded in the overiays to match the memory area they will be 
loaded into, and to link the overiays to your main set of subroutines. 

The easy way to proceed is to write all of your overlays so that they begin 
with the same line numt>er, say 10000. Your main program, which will now 
always be ready in memory, should have line numbers lower than that Use 
the final line of your main program to jump to the current overlay like this: 

9937 flOR = 1G3B4 : REM byte where all oyerlays start 
999B HI = INT[(flDR+l)/25G) : LOW = (flOR+1) -(HI*256) 
9999 HERE = PEEK (121) + PEEK ( 122 )*2SG : 

POKE HERE+1,LD : POKE HERE+2,HI : GOTO 10000 

Bytes 121 and 122 ($79-$7A) point at the zero in fi-ont of the line currently 
being executed. Line 9999 changes its own next-line pointer so that it points 
at the first next-line pointer in the overiay The GOTO 10000 at the end of that 
line makes Applesoft start searching through the program, using the next- 
line pointers, looking for line 10000. When it gets to line 9999 it will be 
directed to line 10000 automatically 

The address you use in line 9997 can be right at the end of the main body 
of your program if you like, but I recommend you be easy on yourself and 
leave a few hundred bytes of empty space between your main program and 
your overlays so that you can add a few lines to the main program without 
having to move the overlay If you want you can move the overlay a greater 
distance, such as beyond the graphics pages. In fact you can use this trick 
just to split a program in two even if you don't intend to use an overlay 

To get everything to work, use LOMEM: at the beginning of your main 
routines to move the variable tables out beyond the end of your longest 
overlay 

You also have to get the Applesoft program segments that you want to 
overlay into binary files. This way you will be able to BLOAD them without 
disturbing any variables or the main program. The easiest way to connect the 
embedded next-line pointers is to get DOS to LOAD the segment at the 
correct address, then BSAVE it To do this, temporarily change TXTTAB at 
bytes 103 and 104 ($67-$68). This pointer tells Applesoft where a program's 
first next-tine pointer is. DOS uses it to figure out where to load Applesoft 
programs. 

After you change TXTTAB and load your program, you'll also need to know 
how long the program is. PRGEPiD at bytes 175 and 176 ($Ar-$B0) holds the 
address of the end of the program. Here's how to use all this stuflf to change 
an Applesoft program segment named OVERUY into a binary file called 
OVERLAYIMAGE that will execute at $4000, just above high-res page one: 



ftDR=lG3B4 : POKE flDR,0 

HI=INT{(PDR+l)/256) 

L0=(flDR+l)-HI*256 

POKE 103, LO 

POKE 104, HI 

LOAD DVERLflV 

PRINT (PEEK(175) + PEEK(17G)*25G) 
1234 

B5fiVE DVERLflV. IMAGE, R1G3B4,L1234 



ayerlay must start with 
calculate high byte 
calculate low byte 
chanqe TXTTAB 

load program segment 
calc program length 
answer, use in B5ftVE cmd 



If you have several program segments, LOAD them one after the other, find 
their lengths, and BSAVE their images. To load an overlay simply add a 
command like this one near the end of your main body of routines: 

99% PRINT CHR$(4);"aLQfiD /Rfln/DVERLRY.IMfiGE.";N 

If you name your overlay images X .2, and so on, your main routines simply 
have to set n to the number of the overiay you want and GOTO 9996. The 
overlay will be loaded and line 9999 'ahII jump-start it 

Do not attempt to edit an overlay while it is linked to a main program like 
this. Applesoft's editing genie gets quite upset and will crash your system. 
However, the LIST genie doesn't mind a linked image and can show you an 
overlay— until you edit the main program. In that case, the editing genie will 
unlink the overiay and you won't be abie to LIST it anymore. 

If you attempt these tricks, your finished program should begin with a 
STARTUP program that takes the following steps: 

* copy all program and variable segments to /Rfifl 

* CLEAR copy v^ariables, mowe LDMEn beyond end of longest overlay 

* initialize or RESTORE main prograiu variables 

* fix the CHfllN command (ProDGS-IF PEEK(49149)=1 THEN POKE 41859,3) 

* CHRIN to the main program segment 

Now, finally you've expanded Applesoft beyond its inherent 48K memory 
limitation. 
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& to the rescue 

In the March issue of Open-i4pple there were quite 
a number of questions that can be answered with 
ampersand commands from the Toolbox series of 
programs that i publish. 

A number of years ago I started on a project that 
was originally called The Routine Machine. The 
system has evolved into four packages: The Wizard's 
Toolbox, The Database Toolbox, The Video Toolbox, 
and the Chart 'n Graph Toolbox. 

All of the ampersand commands included in these 
packages can be added on a pick-and-choose basis. 
You can choose the commands you wish to add from 
any of the Toolbox disks in any order you want at any 
time while you're writing your program. Add a routine 
here; add a few lines of Applesoft; add another 
command; delete some lines; and so on. Any order 
no constraints. 

no knowlege of PEEKs or FOKEs or other high-level 
black magic is required. You decide you want a new 
command; it takes just 30 seconds to add it; and 
you're back working on the Applesoft portion of your 
program. The program can be saved as a single 
Applesoft file, loaded the next day, even converted to 
ProDOS. no modified DOS, no pre-arranged BLOADs, 
no changing of HIMEM: are required. 

A huge library of existing routines covers just about 
everything you'd ever want to add. Each Toolbox 
package has anywhere from 30 to 60 commands in it 
for a total of hundreds of commands available for the 
Applesoft programmer. 

for example, the problem of rounding errors from 
Linda Bunney (page 2.15) can be solved with the 
PRinT USIMQ command from The Wizard's Toolbox. 
We have an older Toolbox disk called SfSampler 1 that 
has both a formula-evaluation routine like David 
Atkins is looking for (page 2,16) and the IF-THEn- 
ELSE that nick Andritsakis wants (page 2.15). David 
Sparks has written some toolbox routines for 99 digit 
math. The Video Toolbox contains a number of 
specialized input routines, and although the specific 
"underline cursor" isn't one of them, the variety of 
functions that are provided would fill just at>out any 
need an Applesfot programmer would have. 

Programmers can use any of the toolbox routines 
in commercial software with just a credit line and a 
completed license agreement from us. This is similar 
to Apple's procedure with DOS, except that we don't 
charge money. 

I'm willing to make a special deal for your subscribers 
who are interested in investigating this frjrther. I'll 
send anyone who mentions he or she read of the 
possibilities in your newsletter a free copy of our Trial 
Size Too//)Qic (normally $3). This disk includes eight 
ampersand commands, including a charting 



command-set with 12 sub-commands, a fixed-length 
input command, and a printwith word^ap command, 
usable under either DOS 3.3 or ProDOS. Also on the 
disk is a 50-page manual. The manual includes a 
tutorial for the toolbox system, a complete explanation 
of the commands included on the sampler disk, and 
a comprehensive listing of every command in each of 
our Toolbox packages. 

Roger Wagner 
Roger Wagner Publishing, inc. 

P.O. Box 582 
Santee, Calif. 92071 

Well hello, Roger. / remember you. Once upon a 
time we were bom sages for Softalk's IF-TMEH- 
MAYBE column. You had sensible answers to readers' 
questions back in those days, too. 

As you point out (and as / forgot), ampersand 
routines that solve a number of the problems raised 
by readers last month are available. 

In addition to your own large library of integrated 
routines, other m^/or sources of ampersand com- 
mands are MicmSFARC (publishers of nibble maga- 
zine, 10 Lewis St Lincoln, MA 01775) and Beagle 
Bros (3990 Old Town Ave, San Diego, CA 92110). 
MicroSPARC publishes Ampersoft utility libraries 
written by Comelis Bongers in both DOS 3.5 and 
ProDOS versions. Beagle Bros includes ampersmd 
commands on a number of its disks, including 
Beagle Graphics, Extra K and Big V. Most Apple 
user groups have a public domain disk called Binary 
Unking Utilities (iAC H6) that includes a number 
of ampersand commands for DOS 3,3. 

Besides ampersand routines, ProDOS added 
commands" can provide similar capabilities. The 
July 1985 Open-Apple (page 52) discusses a couple 
of disks from Glen Bredon and from Jlight Owl 
Productions that can also help push back the limits 
of Applesoft 

Even the doubleprecision arithmetic problem 

that / had no answer to last month can be solved with 
ampersand routines. Bob Sander-Cederlof at S-C 
Software reminded me this month that he published 
an 18-digit binary-coded-decimal arithmetic package 
for Applesoft in his newsletter, Apple Assembly 
Line, between May 1984 and February 1985. The 
package, which is called DP18, interfaces with 
Applesoft using the ampersand command. It includes 
all the math functions of Applesoft, as well PRlUT 
USim and IfiPUT USim commands. \i stores its 
variables in normal Applesoft arrays, except that 
each number takes two array positions (a one-byte 
exponent and nine-byte mantissa for 10 total bytes). 

S-C Software (P.O. Box 280300, Dallas, TX 75228 
214-324-2050) was also the developer of the Double 
Precision Floating Point for Applesoft package, 
once published by Mayden, that we mentioned last 
month. This package has 21 digits of precision, but 
doesn't use BCD arithmetic, so it has the same 
rounding flaws as Applesoft. It evaluates expressions 
from left to right, rather than giving precedence to 
multiplication and division, as Applesoft and DP18 
do. But, on the positive side, it uses about one-third 
the memory of the 18-digit package and has a more 
polished manual. Either package is available on disk, 
with instructions and source code, for $50. 

There are even non-ampersand answers to some 
of last month's questions. A technician at Apple 
called to remind me about a formula on page 18 of 
the original Applesoft reference manual that shows 
how to limit the number of digits that will print to the 
right of the decimaf point R uses rounding and is 
faster and more accurate than the string manipulations 



/ demonstrated last month The formula, where D is 
the number of decimal places you want, is: 

X = INT(X * 10'd + .5) / INT(10'd + .5) 

or, if P=10^O [i.e., 10 for one place, 100 for 
tuo places, etc.) 

X = INT(X » P + .5) / P 

This works as long as X >= 1 and X < 999999999. 

In regard to the Apple DMP superscript blues 
problem, Apple's technician said that Imagmriters 
and very late DMPs have the carriage-return on 
linefeed bug removed and will do superscripts and 
subscripts normally, lie also said all but very early 
DMPs came with a downloadable character set that 
provides small-letter superscripts and subscripts. 
Bather than using reverse linefeeds, you simply turn 
on the alternate character set and print either caps 
(for superscripts) or lower-case (for subscripts). 

1200 baud characters lost 

I use an original Apple lie equipped with an Apple 
Super Serial Card at my office to communicate with 
IBM PC's and other computers such as our MicroVax 
II. I usually use ASCII Express as a terminal program. 
The Apple frequently loses characters sent from the 
other machines. I've tried switching baud rates but 
the problem exists even at 1200 baud, which is 
supposed to t)e within the capabilities of the hardware. 
The mystery is that my Apple He doesn't have this 
problem. What's going on? And, what 1 can do about 
it? 

Dr.S.A.i^ein 
Madison, Wise. 

I have a novation Apple-Cat H modem with a 212 
upgrade card installed in my Apple fie. My primary 
communications software is ASCII Express. I had 
been able, with that combination, to transmit and 
receive at 1200 baud. I recently had my lie enhanced. 
I now find that I am unable to use the 1200 baud 
feature of my modem. While everything works fine at 
300 baud, my telecomputing needs require the faster 
rate. Do you know of a fix for this problem? 

Peter J. Paul 
Middle Village, ri.Y 

Modems and terminal programs aren't my specialty, 
so I asked Open-Apple technical consultant Dennis 
Doms your questions and he provided these answers: 

To keep up with 1200 baud on any Apple II, you 
must have your serial card or slot-based modem 
send an interrupt as each character is received. The 
interrupt tells the terminal program to stop updating 
the screen display and come get the waiting character. 
At 1200 baud the characters come in at the rate of 
about 120 a second, so the interrupts are fast and 
furious. 

However, on the original lie, you will still lose 
characters at the beginning of each line, unless the 
sending computer pauses after sending a carriage 
return. This is because the 80-column firmware on 
that machine disables interrupts as it scrolls the 
screen. A scroll takes longer than the time available 
between incoming characters at 1200 baud (but not 
at 300 baud). This problem was fixed on the lie and 
enhanced He. 

If you have an enhanced He and you are losing 
characters, the problem is probably that you don't 
haveinterrupts turned on. On the Apple Super Serial 
Card, switch 2-6 controls whether the card sends an 
interrupt when a character has been received. This 
switch should be OH. ASCII Egress and the novation 



April ld86 



Qpen-^pple 2.25 



■odem are si^pposed to enter intemipt mode auto- 
madcaUy. Check the ASCU Express ''status" (!) 
^spiay to find out if interrupts are enabled. If not 
§ou may have a hardware problem. Pages 275 to 
281 of the ASCII Express manual go into great detail 
on the interrupt support provided by various modems 
Mid serial interface cards (although the interrupt- 
cnaWc switch given for the Super Serial Card is 
icwng~it really Is SW2'6, not SWl-G). 

I have used an enhanced //e, a Super Serial Card, 
ASCII Express, and interrupts as a terminal for a DEC 
minicornput£r at 4600 baud uMhout losing characters. 
This is the highest baud rate ASCU Egress supports. 
I am told that Apple's Access II supports 96(X) baud, 
but I haven't seen it done myse^. 

OpmA^Oe has pointed this out before (page 
381 but it's worth repeating that when switching 
behveen an original and an enhanced lie you must 
nm the ASCII Express ItiSTALL program and change 
the local console" selection from Apple He" to 
either Auto" or "Pascal IV The special He driver 
built into AE Pro assumes you have the flaky original 
lie ROMs, and uMl not function correctly on the 
enhanced lie. 

If, after taking ail of the above steps, you are still 
getting occasional garbage, add the following char- 
acters to the ^character suppression" list within the 
AEFromSTAUprogramt 0, % U, t 
and [. Several of these characters interact with the 
80<olumn firmware; control-0 sets inverse di^lay 
mode, for exampte, and '[(the escape character) can 
adivateMouseTextand trigger other effects. Control- 
r causes the cursor to become Mdden t( you are 
using Pascal protocol. Control-Q suAtches to a 40- 
column display and control-U wUl turn the firmware 
completely off (cmWJh 

Control-caret is a new GOTO KY command in the 
enhanced He firmware. Using the ASCII code of the 
following two characters, minus 52, it moves the 
cursor to horizontal position X, veriical position Y. All 
other firmware control-codes were listed in the 
March 1985 Open Apple, page 25. There are a few 
codes in my list that I have disabled for some reason 
I've forgotten. I'm not sure what their negative 
effects are. You may wish to experiment with those. 

AppleWorks page nos. f eont) 

AppleWorks has a definite bug in its page-number 
processing. I recently finished a 368-page novel, and 
AppleWorks' automatic numbering screws up many 
numbers after 200. Some pages are numbered 
correctly, while others get totally wrong numbers Any 
patches to fix this problem? 

Chet Day 
Netairie,La. 

Idon'tknowofafbc. 

CONVERTingProDOS 

This letter concerns the letter published in your 
February 1986 issue {page 2.8) about moving the file 
PRODOS over to DOS 3.3. 1 did this some time ago 
and found that simply COiWERTing it was not quite 
enough to make it work. When 1 tried to run the file 
from DOS 3.3 1 got a RELOCAnON/COrinQURATIOIl 
ERROR. 

I got out the old machine language thinking cap 
and did some digging. It only took about 5 minutes to 
figure out that ProDOS expects to find the boot slot 
times 16 in zero page location $43 (decimal 67). 
There are two approaches to fix this problem. One is 
to POI^ 67, Sixyrie before running the file (big 



hassle). The second is to change the instruction that 
looks in $43 for the slot to some instructions that 
look in the DOS 3.3 Input/Output confrol Block (lOB) 
instead. I personally like number two so I took the 
following steps to change the PRODOS file so that it 
would work: 



The two technicians in the service department of 
the store at which I bought the monitor say they have 
never run into this before, but obviously I'm not the 
only one with this problem. 

Bernice Eaton 
Northridge, Calif. 



BLOflD PRODOS,fl$2000 GEt the file in memory 

CALL -151 Enter the Monitor 

IFF? : 20 E3 03 B4 4E BS 4F flO 0F Bl 4E 

Get slot from IDB, not $43 
BSflVE P(?aOOS,flflFF7,L$3ft0R Save it back to disk. 

And that's all that needs to be done. The code we 
put In disassembles as: 

IFF?: 20 E3 03 JSR 13E3 Find 108 

iFFfl: B4 4E STV $4E low byte, high-byte 

IFFC: 85 4F STfl $4F Last slot used » IG 

IFFE: fi0 0F LDV ttI0F is 15 bytes inside lOB 

2000: Bl 4E LDfl {J4£:),V Get it 

The reason I did this in the first place was because 
of an article by Ken Manly in the August 1985 issue of 
nibble (page 40). This article showed how to put both 
DOS and FroDOS on the same disk and presented a 
program that allowed you to select either operating 
system on booting the disk. It also showed how to put 
DOS 3.5 into a ProDOS system file, I wanted to be able 
to switch back and forth t>etween the two so I also 
moved FroDOS over to DOS 3.3. 

Martin L Wallgren 
Prophetstown, III. 

Soft write-protect tabs 

Is there a POKE that will aWcM me to save a file on a 

write-protected disk? I don't want to open up my lie to 

jump a wire or something like that ^ . 

^ ^ ^ DanielCharette 

Montreal, Que. 

If you are using DOS 3.5 at its standard 48K 
location, POKE 47158,254 : POhE 47159.254 will 
allow you to save files on a write-protected disk. If 
you want to initialize write-protected disks, then four 
pokes are necessary— the two already given plus 
POKE 48221254 : POKE 48222,254. Mt note thai if 
you boot from one of these disks the pokes will be 
intact within DOS and your write-protect tabs won't 
protect anything. 

To change things back to normal operation, use 
POKE 4 7158, 48 : POKE 47159,124 : POKE 4S22148 : 
POKE 48222,94. Similar pokes for those who like to 
play with fire are probably available for ProDOS, but 
I don t know what they are. 

More disk interference 

In reference to the two letters in your February 
1986 issue (page 2.8), one does not need to upgrade 
to the UniDisk 3.5 in order to discover problems with 
the He's new color monitor When I attached one to my 
unenhanced 11c, many copyprotected programs and 
some that aren't refused to boot displaying the 
"Check Disk Drive" message and/or interminable 
spinning and occasional clacking noises. Those that 
did boot didn't always run properly, but did, however, 
when the old monitor was re-attached. 

I now move the computer to the side, completely 
away fi^m the fix}nt of the monitor boot and only 
then move it bad(. In this way, all programs will run, 
but \ don't consider it a satisfactory solution. If Apple 
is serious about giving more help to its customers, it 
should correct this problem not only for future 
buyers but for those of us who already own the 
monitor. 



The letters in the February 1986 issue (page 2.8) 
regarding color monitor interference sounded familiar 
to me, but involved different equipment 1 have had 
problems getting disks to tx)ot using both an Apple 
ROB monitor and an Apple Composite Monitor when 
the monitors are stacked on top of Disk II Drives. I 
have not had any similar problems with monochrome 
monitors. 

The monitors are used in our high school computer 
lab,so 1 have been able to test different combinations 
of drives and have found that most of our drives are 
notaflected by interference from these monitors. The 
problem seems to be related to individual drive 
characteristics rather than to production grouping 
(age. serial number, or manufacturer). 

At the risk of re-opening a previous can of bugs, my 
worst partially-solved problems concern printing 
using the AppleWorks program. I have to use three 
"non-standard " but common printers (Comrex CR-t 
Diablo D-25, and Okidata 82a) and three non-standard 
and somewhat troublesome solutions to get accept- 
able output even though the first two printers are 
connected to Apple Super Serial Cards. 1 will be glad 
to share problems or solutions with anyone interested. 

Thanks for providing a wealth of good information 
and a much-need^ forum for exchange. 

Robert Tighe 
P.0, Box 1153 
Chinle,AZ 86503 

Brand new revisions to the technical notes Apple 
provides its sewice technicians say that failure-to- 
boot and other disk problems on the Apple lie can be 
caused by an unshielded read/write head assembly 
inside the disk drive. On Apple drives, the magnetic 
read/write head pushes against the bottom side of 
thedi^ homdingmmter-pressure from the topisa 
non-abrasive loadbMm". The load button pr^on 
and off easily so itcanbe replaced when it wears out 
however, it is also supposed to hold a round, metsd 
shield on the drive to protect the read/write head 
from stray magnetic energy. Apparently this shield 
is missing from some drives. Apple will send your 
dealer extra shields at no cost 

Tell your technicians to look at the March 1986 
revision of page 117 of the Apple Technical Froce- 
dures Manual, Vol 1 If this solves the problem let 
us know— this shield may be missfng from lots of 
drives, and not Just on the He. 

HTAB1 still broken 

The new enhanced lie ROMs do not connect all 
problems with the HTAB function. 

After some experimenting 1 have found that HTAB 1 
in 80-column mode does not work correctly unless 
the command is the first print-related instruction 
after a carriage return. 

The problem can be demonstrated with a simple 
program such as: 

10 FOR J = 1 TO 5 

20 FOR I = 1 TO 5 : HTR8 J : PRINT "fl"; : NEXT 
30 FOR I = 1 TD 5 : HTflB J : PRINT "a"; : NEXT 
40 PRINT: NEXT 

if this program is run in 80 column mode the 
screen will show a display ofi 
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Using the source code provided in The Programmer's 
Guide to the Enhanced lie, 1 have traced the problem 
to the instruction at $C857 in the new ROM. At this 
location the current horizontal cursor position accord- 
ing to HTAB, CH (36, $24), is compared with the value 
in OLDCH {1147, $47B). If the two values are not 
equal the 80-column cursor location, OURCH (1403, 
$57B) is updated. If the two values are equal, on the 
other hand, the value in CH is ignored and OURCH 
isn't changed. 

The value in OLDCH is Kept at zero by code at 
$C8D1 after each character is placed on the screen. 
Thus, whenever CH also holds a zero (after HTAB X for 
example), OURCH is not updated. The variable OLDCH 
does not appear to have any other use. 

There appears to be no simple fix for the bug 
except continuing to use POKE 1403,X-1 for 80- 
column HTABs. For example, try changing the HTAB J 
in the above sample program to POKE 1403, J-1 and 
see what happens. 

D. G. Chapman 
Winnipeg, Manitoba 

/ also tested your program on an Apple lie in 80- 
column mode — it exhibits the same bug. 

A bit too many 

Do you know a simple way to send a text file from 
Applesoft through the Apple Super Serial Card and a 
modem to the outside world with the high bit OFF? 

Lambert van Beers 
Tokyo, Japan 
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Enclosed is a copy of an Applesoft program for 
printing graphics on an Imagewriter with a Super 
Serial Card. As you can see, the graphic appears to be 
underlined because I can't figure out how to turn off 
the eighth bit Can you help? 

Melvin Brubaker 
Dillsburg, Pa. 

Both of your programs use PBim ChR$(n} to send 
characters to the serial card one at a time. Your 
problem is that Applesoft always sets the high bit of 
any character it prints. 

To avoid the problem, it is necessary to send the 
characters straight to QOUT {the Apple Monitor's 
print routine) rather than using Applesoft's PRIHT 
statement. 

This requires a very ^mple machine language 
program, here's what it looks like: 

0300:ft9 09 LDfl tt$0« load character 

0302:20 ED FD JSR $FOED send ch3ract:er to CDUT 
0305:60 RTS back to flpplesoft 

To use the routine, POKE the character you want to 
send into the byte shown holding a zero, and call the 
routine, here's a modified version of your graphics 
program that uses this trick. 

10 REM »»* GRRPHIC5.TEST «»« 

20 REM set up routine to send correct code 

30 POKE 768,169 ; POKE 769,0 

40 POKE 770,32 : POKE 771,237 : POKE 772,253 

50 POKE 773,96 

G0 REM print Dut a line of graphics codes 

70 PRINT CHR${4);"PRtll" : REM activate printer 

80 PRINT : REM set at left margin of paper 

90 PRINT CHR$[27);"G0255": REM 25G graphics codes 

100 FOR X = TQ 255 : REM X = code to print 
110 POKE 769, X : CALL 768 : REM send char 
120 NEXT 

130 REM rehook screen 

140 IF PEEK{97B)=157 THEN POKE 43602,0 : 

REM fake <CR> for DOS 3.3 

150 PRINT CHRJ(4);"PRtt0" 
160 END 

The modem problem should be solvable by the 
same method, using the machine language subroutine 
to send the data, however, you must also be sure 
that the modem and the interface are set to pass 8-bit 
data and that the receiving terminal is prepared to 
receive it 

To the max 

On a DOS 3.3 Disk, if my objective is to store a small 
number (less than seven) of large files, how do i free 
the absolute maximum number of sectors for the 
files? Why is it that a disk formatted without DOS still 
uses all of track zero? 

Dan Strassberg 
Arlington, Mass. 

DOS 5.5 uses zeros to indicate "enc/ of file" or "no 
more data. " For example, the second and third bytes 
of each catalog sector point to the following catalog 
sector. If you change these to zeros, DOS 5.5 assumes 
that there are no more— that the current catalog 
sector is the last catalog sector. 

To maximize DOS 5.5 disk space, use a disk zap 
utility to change the second and third bytes in the 
first catalog sector- track 17 ($11), sector 15 ($F) to 
zeros. After that you will only be able to save seven 
flies on this disk, but you will also be able to free up 
the remaining catalog sectors for data storage. 

To do that load the VTOC from track 17 ($11), 



sector and change bytes 124 and 125 ($7C-$7D) to 
127 and 254 ($7rrE). This frees up all the sectors in 
the catalog track except the VTOC sector itself and 
the single catalog sector you created earlier. 

however, actually saving files in these newly freed 
sectors requires more tricks. DOS 5.5 always assumes 
that the catalog track is full when saving files— it 
doesn't even look there for empty space. To use your 
newly created space on this track you can copy files 
onto the new disk using FID, which makes no 
assumptions about the catalog track, or you can 
POKE 45714,169 with DOS 5.5 at its normal 4SK 
location and it will begin to store files In t/ie catalog 
track automatically. 

If you insist on using track zero for data storage as 
well take a look at Clay Ruth's series on the subject 
in CaU In March 1982 there was 'Get the 

Most From a Diskette" (page 15), in April 1982 "Get 
Most Followup" (page 71), and in December 1S82 
'Yes. You Really Can Store Files on Tfack Zero," (page 
57). Extensive DOS modifications are required—! 
personally don't think they're worth the trouble. 

Program not NORMAL 

Here's an interesting problem I hope you can 
explain. I have enclosed a program one of my students 
has written. It contains several errors, but the one in 
line 140 has an unusual effect to say the least When 
the program is run, it crashes and control-reset is 
necessary to unlock the computer. When the program 
is listed, it appears totally destroyed— full of lower 
case letters and punctuation marks. 

However, I can recover the original program by 
saving this garbage to disk, rebooting, and reloading 
the program. It then lists normally until it is rerun. 
Merely saving, loading and listing does not work— a 
reboot is required. 

This situation occurs infrequently; perhaps one or 
twice a semester, but it is disconcerting to the student 
involved when it does happen. The method of saving, 
rebooting, listing, and repairing usually works, but 
not always. What is going on here? Can a seemingly 
simple syntax error cause so much trouble? 

Guy Nelson 
Rotan,TX 

Do not adjust your set nothing is seriously wrong. 
The program did not sabotage your hardware; it's 
just that reset didn't fix everything. 

The problem is that when the program hung 
Applesoft's FLASh command was active. FLASh 
causes a $7F to be stored in location $52 (IPfVMSK) 
and a $40 to be stored in $F5 (ORMSK). PiORMAL sets 
these values to $FF and $00 respectively. IhVERSE 
sets them to $5F and $00. As Applesofi sends a 
character to the screen or printer, the character is 
'masked" against IliVMSti and ORMSK. This is what 
controls how the character actually appears on the 
screen— whether normal, inverse, or flashing. 

When you press control-reset the Monitor sets 
what it thinks is F10RMAL mode by correcting the 
contents of inVMSFi to $FF however, the Monitor 
itself does not use or correct ORMSK. Thus you end 
up with PiORMAL's $FF in IPiVMSK and FLASh's $40 in 
ORMSK This particular combination generates the 
garbage you see on your screen when you list the 
program. 

It isn't necessary to reboot to fix things. Simply 
type hORMAL. Rebooting fixes the problem because 
it re-initializes Applesofi; FF or HEW would have the 
same effect (but would erase your program from 
memory). 



